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SERVICE 

960 – Repair Operation Times 
 
ISSUE: X960-14 - NEW REPAIR OPERATION TIMES 
 
Jaguar's Repair Operation Times (ROTs) have changed from two-decimal-place times to single-
decimal-place times. E.g. 00.00 is replaced by 00.0. 
 
The following is a list of TSBs issued over the past three years that are affected by this change. The 
list shows the TSB number, SRO code, the old time, the new time, and the warranty code. 
 

Bulletin Ref SRO Old Time New Time Warranty Code 
10/97 64 91 06 2.40 2.4 GM BK GC 
     
13-31 76 93 31 2.95 3.0 XQ FB CC 
 76 93 32 2.60 2.6  
     
13-33 76 25 27 0.50 0.5 UP FD CH 
     
13-37 76 10 62 0.40 0.4 UM DD BB 
     
13-38 76 93 41 13.55 13.6 XG MB D7 
    XD MB D7 
     
13-39 76 82 49 0.15 0.2  
 76 82 50 0.15 0.2  
 76 82 51 0.25 0.2  
 76 82 52 2.65 2.6  
 76 82 53 2.65 2.6  
 76 82 54 2.65 2.6  
 76 82 55 2.75 2.7  
 76 82 56 2.75 2.7  
 76 82 57 2.85 2.9  
     
13-41 76 93 72 0.35 0.3 VJ DB 02 
     
13-43 76 10 53 0.10 0.2 WH BD 
    WH DD 
     
14-07 82 91 21 1.00 1.0 JB DB 
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Bulletin 
Ref 

SRO Old Time 
RH 

New Time 
RH 

Old Time 
LH 

New Time 
LH 

Warranty  
Code 

14-13 26 91 05 2.45 2.4 2.60 2.6 JB GB 
 26 91 05 2.65 2.6 2.80 2.8  
 26 91 05 2.45 2.4 2.55 2.5  
       
15-45 86.50.29 0.10 0.2   PD BC 
       
15-49 86 75 09 0.50 0.5   SZ BB 
      SZ HB 
 86 75 19 0.50 0.5   SZ CM 
      SZ JM 
 86 75 26 0.45 0.4   SZ BM 
      SZ HM 
 86 75 27 0.45 0.5   SZ CB 
      SZ JB 
       
19.5-05 76 92 89 0.80 0.8   PB BB MS 
       
19.7-05 70 91 22 1.10 1.1   HL GH 33 
       
03.1-10 12 29 64 12.70 12.7   AD GC 69 
 12 91 22 1.80 1.8    
       
03.1-15 17 91 33 0.85 0.8   CD KF 69 
       
05.1-16 17 15 48 0.20 0.2   BK BB 
       
05.1-26 17 45 01 0.15 0.2   BH BD 
 86 99 01 0.50 0.5    
       
05.1-27 17 25 07 0.50 0.5   BG BB 
 17 25 21 0.20 0.2    
 86 99 01 0.50 0.5    
       
05.1-30 17 25 07 09 0.15 0.2   BG BB 
       
05.1-34 88 25 32 0.35 0.4   MC CB 42 
       
05.2-16 88 25 32 0.35 0.4   MC CB 42 
       
08.1-03 44 40 01 1.30 1.3   DL BB 
 44 40 01 1.75 1.7    
 44 20 01 4.05 4.5    
 44 20 01 5.00 5.0    
 64 91 05 0.50 0.5    
 44 22 01 2.10 2.1    
       
09-03 51 25 19 12.90 12.9    
 51 25 20 13.35 13.3    
       
10-11 57 10 33 0.70 0.7   GB BG 
       
10-12 57 91 12 0.75 0.8   TD FD 
       
10-13 57 10 10 2.50 XJ6 2.5   GB BD 
 57 10 10 2.65 XJ12 2.7    
       
10-15 86 65 92 0.95 1.0   GC CB 
       
S204-05 64 91 12 1.20 1.2   TZ DB 28 
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Bulletin 
Ref 

SRO Old Time 
XK8 

New Time XK8 Old Time 
V8 XJ Series 

New Time 
V8 XJ 
Series 

Warranty 
Code 

X204-11V3 60 35 45 2.25 2.3 3.75 3.8 GH DD 
 60 35 46 2.25 2.3 3.75 3.8  
 60 35 47 2.65 2.6 4.15 4.1  
 60 35 48 2.65 2.6 4.15 4.1  
 60 35 32 2.65 2.6 4.15 4.1  
 60 35 33 3.40 3.4 4.90 4.9  
 60 35 49 3.00 3.0 4.50 4.5  
       

205-03 51 20 01 1.30 1.3   FV CF HJ 
       

S206-01 86 65 51 0.15 0.2   BL BJ 
 19 75 20 0.15 0.2   QN FB 
 86 65 52 0.20 0.2    
       

206-01 70 91 18 0.35 0.3   HL DH HR 
 70 91 21 0.50 0.5   HL BM LF 
 70 91 20 0.15 0.2    
       

S206-02 70 60 03 0.30 0.3   HG BB D8 
      HG CB D8 
       

206-02 70 91 19 0.50 0.5   CH FC JC 
      GH FC MS 
       

206-05 86 65 51 0.10 0.2 0.10 0.2 QN FB LF 
       

S211-01 57 91 19 0.65 0.6   GB BB 42 
       

X211-04 86 65 92 0.70 0.7   TZ DB 28 
       

X211-05 57 91 20 0.85 0.8   GB BG 42 
       

303-25 26 45 07 0.70 0.7   DG CD NS 
       

303-26 12 91 31 0.20 0.2 0.30 0.3 AB BM HJ 
 12 91 32 0.15 0.2 0.10 0.2  
 12 91 33 0.30 0.3 0.30 0.3  
       

S307-04 44 91 22 3.95 4.0   FB HB 39 
       

307-07 44 15 55 0.65 0.7   FD BD 33 
       

X310-05 19 20 41 0.50 0.5 0.60 0.6 CD FB 07 
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Bulletin 
Ref 

SRO Old Time 
XK8 

New Time XK8 Old Time 
V8 XJ Series 

New Time 
V8 XJ 
Series 

Warranty 
Code 

X413-04 88 91 07 0.60 0.6 0.50 0.5  
 88 91 08 0.65 0.6 0.55 0.5  
       

X413-05 88 25 32 0.45 0.4   MC CB 42 
       

S414-02V2 86 92 61 0.60 0.8   RD CF 42 
       

414-04 86 10 34 0.55 0.5   PB GB MR 
       

X414-06 86 92 59 0.30 0.3   BB GH 42 
       

S415-01 86 92 58 1.20 1.2    
       

S417-03 76 93 76 0.35 0.3   QN DB 33 
       

418-08 86 92 19 0.45 0.5   VD BC PS 
       

418-10 86 92 21 0.50 0.5   SX CB 
       

S501-06 86 92 62 0.55 0.5   WY BC 46 
       

501-13 76 86 16 4.00 4.0   WR BM 
       

501-22 76 10 62 0.40 0.4   VM DD BB 
       

501-25 76 93 58 0.20 0.2   SB CB 
      SB JB 
       

501-26 76 82 49 0.15 0.2    
 76 82 50 0.15 0.2    
 76 82 51 0.25 0.2    
 76 82 52 2.65 2.6    
 76 82 53 2.65 2.6    
 76 82 54 2.65 2.7    
 76 82 55 2.75 2.7    
 76 82 56 2.75 2.7    
 76 82 57 2.85 2.9    
       

X501-31 76 93 72 0.35 0.3   VJ DB 02 
       

X501-32 76 93 69 0.10 0.2   WH BB 42 
       

X501-33 76 93 66 1.75 1.7   WR GB 42 
       

X501-35V2 86 75 33 1.00 1.0   SZ BB 
      SZ HB 
 86 75 30 0.90 0.9   SZ CM 
      SZ JM 
 86 75 31 0.60 0.6   SZ BM 
      SZ HM 
 86 75 32 0.65 0.6   SZ CB 
      SZ JB 

X501-37V2 76 93 74 1.50 1.5   SB BB 34 
 76 93 75 2.95 2.9   SB HB 34 
       

X501-38 76 25 27 0.45 0.5   UP FD 
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Bulletin 
Ref 

SRO Old Time 
XK8 

New Time XK8 Old Time 
V8 XJ Series 

New Time 
V8 XJ 
Series 

Warranty 
Code 

X501-41 76 10 53 0.10 0.2   WH BD 
      WH DD 
       

X501-42 86 75 13 1.05 1.1 1.30 1.3 SZ FM 42 
      SZ FN 42 
 86 75 14 0.65 0.6 1.45 1.5 SZ LM 42 
      SZ LN 42 
 86 75 37   1.55 1.5 SZ QB 42 
      SZ QC 42 
 86 75 38   1.65 1.6 SZ TB 42 
      SZ TC 42 
 86 75 35   2.05 2.1  
 76 75 36   2.15 2.1  
 86 75 14 50   1.60 Daimler 

only 
1.6  

       
X501-46 86 92 62 0.45 0.5   WY BB 39 

 86 25 59 0.10 0.2    
       

S910-02 10 10 11 0.10 0.1   SB BB 
       

X910-06 86 92 35 0.15 0.2   QN DB 33 
       

X910-07 76 93 67 0.35 0.4   SG BC 07 
 76 93 68 0.60 0.6   SG DC 07 
       

X910-08 10 10 11 0.10 0.1   SB BB 
       

910-02 76 93 57 0.25 0.3   NG CB 
       

910-05 76 93 59 0.60 0.6   XW BC 33 
       

X910-06 86 92 35 0.15 0.2   QN DB 33 
       

X910-07 76 93 67 0.35 0.4   SG BC 07 
 76 93 68 0.60 0.6   SG DC 07 
       

X910-09 70 91 22 0.90 0.9   HL GH 33 
 

Bulletin 
Ref 

SRO Old Time 
XK8 

New Time XK8 Old Time 
XK8 SC 

New Time 
XK8 SC 

Warranty 
Code 

303-30 12 65 65 2.85 2.8 3.80 3.8 AN DF 07 
 

Bulletin 
Ref 

SRO Old Time 
XKR 

New Time XKR Old Time 
V8 XJR 
Series 

New Time 
V8 XJR 
Series 

Warranty 
Code 

X307-10 44 24 25 0.85 0.9 0.90 0.9 FB FF D8 
       

X307-12 44 15 12 0.55 0.5   FZ BD 42 
       

S310-01 19 91 53 0.80 0.8   CJ HC 42 
       

310-01 17 15 48 0.35 0.4   BK BB HM 
       

X310-06V3 19 91 52 0.25 0.3   CD KF 69 
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Bulletin Ref SRO Old Time 

V8 XJ 
Series 

New Time 
V8 XJ 
Series 

Old Time 
V8 XJ Series 

SC 

New Time 
V8 XJ Series 

SC 

Warranty 
Code 

303-30 12 65 65 2.75 2.7 3.75 3.7  
       

X303-31 12 30 12 0.10 0.2    
       

X303-38V2 10 10 99 0.10 0.2   CL KB 55 
       

X303-39V2 18 91 24 0.35 0.4   BC BB 42 
 18 10 02 1.50 1.5    

 
Bulletin Ref SRO Old Time 

3.0L 
New Time 

3.0L 
Old Time 

4.0L 
New Time 

4.0L 
Warranty 

Code 
S412-01 82 10 20 0.65 0.6 0.70 0.7 JJ BB 
 82 10 25 0.65 0.6 0.70 0.7  
 82 30 30 0.40 0.4 0.40 0.4  
       
X412-04 82 30 14 0.65 0.6    
       
X412-05 82 91 21 1.00 1.0   JB DB D7 
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